




engineering, propulsion, voyage plan 
status, primary navigation, and 
maneuvering.

UPGRADABILITY

The VMFT Radar is configurable to 
meet ship owner’s specific 
requirements over time. With a  simple 
built-in upgrade path, it can be quickly 
upgraded to chart radar and ECDIS or a 
complete TotalWatch multi-function 
workstation. 

Optional capabilities upgrades include 
automatic chart downloads. Integrated 
weather routing and remote 
diagnostics capabilities are also 
available.

•	Full support for multiple CCTV 
connections 

•	3D vision sonar terrain 

•	Fixed and moving test targets for 
training 

•	3rd party application support to run 
other software within current VMFT 
watchmodes or dedicated 
watchmodes

iHELP 

With the navigator in mind, Sperry 
Marine has developed and  
incorporated into the radar an 
extensive, context sensitive help facility 
which allows the user to quickly access 
real-time information relevant to the 
major functions displayed on the VMFT 
screen or to search the operator’s 
manual. 

CONFIGURATIONS

In order to meet the different needs of 
vessel types and operational scenarios, 
the VMFT Radar is available in various 
configurations and a wide range of 
interswitchable X- and S-Band 
configurations.

VisionMaster FT 340 Deck standing,      
Desk top & Kit Format Radar  

The VMFT 340 contains a 25.5” 
widescreen including the CID and radar 
in high resolution, a processor and 
interfaces, a single compact console 
and an antenna unit (S-Band or 
X-Band).

VisionMaster FT 250 Integrated Tabletop & 
Kit Format Radar

The VMFT 250 Radar gives vessels the 
automatic tracking and plotting 
technology in a compact and easy-to-
install package. The 250 Radar 
contains a screen, processor and 
interfaces, single compact console and 
antenna unit (S-band or X-band). 

TYPE APPROVED  
PERFORMANCE

The VMFT Radar brings enhanced 
bridge operation and improved 
navigation accuracy whilst surpassing 
all current performance standards for 
marine radar systems.

VMFT Radars are fully type approved 
and comply to all applicable 
international standards, including:

•	IEC 62388, IEC 60945  

•	IEC 62288 

•	IEC 61162-1 

•	IEC 61162-2 

VisionMaster FT Radar
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For more information, please contact:

AMERICAS
New Orleans, LA USA

Tel: +1 504-328-9171

ASIA
China, Shanghai

Tel: +86-21-5179-0199
Hong Kong, Sheung Wan

Tel: +852-2581-9122
Japan, Tokyo

Tel: +81 (03)-3863-7401
Singapore

Tel: +65-6274-3332
South Korea, Busan

Tel: +82-55-544-7458
Taiwan, Kaohsiung

Tel: +886-7-33-17-786

CANADA
Nova Scotia, Halifax

Tel: +1 902-468-9479
British Columbia, Vancouver

Tel: +1 604-821-2090

EUROPE
Belgium, Antwerp

Tel: +32-3-233-14-33
Denmark, Copenhagen

Tel: +45-77-33-66-33
Germany, Hamburg

Tel: +49-40-299-00-0
The Netherlands, Vlaardingen

Tel: +31 (0)-10-4451600
Norway, Bergen

Tel: +47-55-94-94-94
United Kingdom, New Malden

Tel: +44 (0)-20 8329-2000

SUPPORTABILITY

The VMFT Radar, like all Sperry Marine 
systems and products, is supported by 
the world’s most extensive worldwide 
service network.  Sperry Marine’s global 
service network provides prompt 
shipboard maintenance and repair 
services in every major seaport in the 
world – 24 hours a day, 365 days a year, 
minimizing equipment downtime and 
in-port turnaround times.

TECHNICAL SPECIFICATIONS 

•	Display size:	 250 or 340mm PPI

•	Display 
Configuration:	 Deck Standing 340, 
	 Desktop 340, 
	 Kit Format 340 
	 Deckstand 250, 
	 Kit Format 250, 
	 Integrated Tabletop 

•	Processor types:
—— Single 
Channel:	 CAT 1 & CAT 2 

—— Dual Channel 

•	Antenna size:
—— X-Band 	 4’, 6’ or 8’
—— 	S-Band	 12’

•	Transceiver Power:
—— Aloft Transceiver (UPMAST)  or 
—— Below Transceiver (DOWNMAST)
—— X-Band	 10kW or 25kW
—— S-Band	 30kW

•	Rotation Speed:	 Standard or High

•	MMI:	 Trackerball 
	 Control Panel 

•	Performance 
Monitor:	 Fitted inside  
	 turning Unit 

•	Power:	 AC only  
	 Various supply 
	 options for S-Band 
	 motor


